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 Faretti per incasso in Alluminio (per Moduli LED)
- Corpo in alluminio
- Orientabile
- Per utilizzo in controsoffitti, fissaggio con molle  

 Recessed Aluminium light fixtures (for LED Modules) 
- Aluminum body
- Adjustable
- To be used in counter ceilings

 Aluminium-Einbaustrahler (für LED-Module) 
- Aluminiumkörper
- Schwenkbar
- Einsatz in Hängedecken, Befestigung durch Sprengringen 

 Spots encastrables en Aluminium (pour platine LED) 
- Corps en aluminium
- Orientable
- Pour utilisation en faux-plafond, fixation avec ressorts

 Focos empotrables de Aluminio (para Módulos de LED)
- Cuerpo de aluminio
- Ajustable
- Para ser utilizado en techo

 Type Part N° Dimensions Standard Colour  Packing box Packing box
   (mm)   (mm dimensions (mm) weight (kg)

  BABEL Q1A B10421050Q1A 93x93x23h MR16 Aluminium Ø80 115x100x45h 0,16
 BABEL Q2A B18293050Q2A 175x90x23h MR16 Aluminium 160x80 185x160x45h 0,34
 BABEL Q1N B10423050Q1N 93x93x23h MR16 Black Ø80 115x100x45h 0,16
 BABEL Q2N B11824050Q2N 175x90x23h MR16 Black 160x80 185x160x45h 0,34
 BABEL Q1B B10421050Q1B 93x93x23h MR16 White Ø80 115x100x45h 0,16
 BABEL Q2B B18293050Q2B 175x90x23h MR16 White 160x80 185x160x45h 0,34

- A richiesta
- On request
- Auf Anfrage
- Sur Demande
- Bajo pedido

ZTLA0B001000
Optional Class II Gu10 lampholder
Part N°: BPORTGU1020N

Optional LED bulb GU10:
A43QLH5M270W (7W - 2700K)
A43QLH5M300W (7W - 3000K)
A43QLH5M400W (7W - 4000K)


