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Spot LED orientabile • Adjustable LED ceiling spot

SWING
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SWING Spot LED orientabile • Adjustable LED ceiling spot
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 Type Part N° Dimensions Standard Colour Packing box Packing box
   (mm)   dimensions (mm) weight (kg)

  
  SWING BLACK BJ1402050T1N Ø57,5x190h MR16 Black 100x75x255h 0,46
 SWING WHITE BJ1402050T1B Ø57,5x190h MR16 White 100x75x255h 0,46

 Spot LED Orientabile
- Struttura in alluminio – Colore bianco o nero
-  Orientabile su due assi
-  Installazione a parete o plafone
-  Portalampada GU10 incluso  

 Adjustable LED spot 
- Aluminum structure - White or black color
-   Adjustable on two axes
-   Wall or ceiling installation
-  GU10 lamp holder included

 Einstellbarer LED-Spot 
- Aluminiumstruktur - Weiße oder schwarze Farbe
-   Einstellbar auf zwei Achsen
-   Wand- oder Deckenmontage
-   GU10 Lampenfassung enthalten 

 Spot à LED orientable 
- Corps en aluminium – Couleur blanche ou noire
-  Orientable sur deux axes
-  Fixation sur le mur ou au plafond
-  Équipé de douille GU10

 Punto LED ajustable
- Estructura de aluminio - Color blanco o negro
-   Ajustable en dos ejes.
-   Instalación en pared o techo
-   Portalámparas GU10 incluido

Optional dimmable LED bulb GU10:
BLCT7GU1030D (7W - 3000K)
BLCT7GU1040D (7W - 4000K)
See page 166

230V

Vedere pagina 168 per i kit che includono la lampadina LED - See page 168 for kits including LED lamp

INCLUDED


